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"x" LPT. WATER OUTLET 
IN CENTER OF HEAD 


—Models WW-33, WW-44, WW-64 and WW-80 are 
vertical single stage duplex cylinder water cooled compres- 
sors, especially designed for high efficiency and cool run- 
ning on industrial applications where severe service and 
high ambient temperatures are likely to be encountered. 


—Maximum recommended operating pressure 
100 pounds per square inch discharge. 


—Large water capacities in cylinder and cylinder 
head castings with circulating water completely surrounding 
valve pockets and cylinder assures best possible cooling. 


—Lightweight semi-steel fitted with 3 compression 
rings and 1 oil control ring. 


—Drop forging 1045 S.A.E. steel, heat treat- 
ed. Perfectly balanced with integral counterweights. 


—Lynite—with bi-metal precision in- 
sert bearings on crank pin end. 
—Ring type made of special valve steel. Each 


valve removable for inspection without removing head, dis- 
connecting discharge line or disturbing other valves. 


—Timken Main Bearings. 


—safe-Q-lube. Oil is supplied under pres- 
sure to connecting rod bearings and piston pins by piston 
type pump. Main bearings lubricated by pressure spray. 


—Quincy’s Patented Loadless Starting device 
available where compressors are used with automatic start 
and stop control. Quincy VD Unloader can be furnished 
where suction valve unloading for continuous pressure ser- 
vice is desired. 


—Air Maze or Staynew recommended. 


SPECIFICATIONS 
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\PT WATER OUTLET 


—Model WWD units are 
base mounted. The water 
cooled compressors described 
on the previous page are sup- 
lied on WWD units. 


—Structural steel with 
anchor clips drilled to permit 
securing to foundation. 


—Multiple V-belt with 
V-sheaves on both compressor 
and motor. 


— Mo- 
tors mounted on Quincy slide 
rails to permit belt adjust- 
ment. 


— Model WWD 
units can be furnished with 
Loadless Starting and pres- 
sure switch for automatic start 
and stop control; or Type VD 
Unloader for continuous pres- 
sure regulation. 


4x32 31.0 610 700 | 28%| 22% | 42 2% | 10%| 215% | 1%] 1% 
7 44.2 870 750 
4Yox4 54.0 730 1000 ; v,| 253 


5x4 10 67.0 10 730 1100 23 | 3% | 13%] 25% 


SPECIFICATIONS 
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STANDARD 
FEATURES 
ON QUINCY 


WATER 
COOLED 
COMPRESSORS 


NON-BREAKABLE VALVES 

These valves are the ring plate type and are made of special 
non-breakable steel. They operate with a low lift and have a 
large area. Exceptionally quiet. Each valve is in a separate 
assembly that can be removed for inspection without disturbing 
other valve. 


CYLINDER AND HEAD CASTING 

Made of nickel chrome alloy iron which is well known for its 
excellent wear resisting qualities. Quincy cylinders are ac- 
curately machined, bored and honed to exact size and finish. 


EFFICIENT COOLING SYSTEM 

Quincy accomplishes highest cooling efficiency with large water 
jackets and complete circulation of water around cylinders and 
all valve pockets. (See green diagonal line area on illustration 
for Cooling System.) 


SEMI-STEEL PISTONS 
These automotive type pistons are carefully selected for uniform 
wall thickness, equal weight and correct balance. 


LYNITE CONNECTING RODS 
Although light in weight these Lynite rods have the strength of 
steel. They require less power. They eliminate vibration and 
increase compressor efficiency. 


TIMKEN MAIN BEARINGS 
These bearings are the tapered roller type. Their design pro- 
vides for adjustment if ever necessary. 


TOTALLY ENCLOSED CRANKCASE 
Dust-proof and fitted with an automatic breather valve. 


DROP-FORGED CRANKSHAFT 
This important part has integral counterweights and is perfectly 
balanced. Notice rugged construction. All bearings are ac- 
curately ground to correct size. 


SAFE-Q-LUBE 

Full pressure lubrication is supplied by piston type oil pump. 
Oil under pressure lubricates both connecting rod bearings and 
piston pin bushings. Main bearings are lubricated by continuous 
oil spray. Quincy Compressors can be operated in either direc- 
tion. Crankshaft and connecting rods are rifle drilled for oil 
passage. (See light green area on illustration for Lubricating 
System.) 


SAFE-Q-LUBE WITH LOADLESS STARTING 

Automatically unloads compressor if crankcase oil level falls be- 
low level for proper lubrication, signalling operator. Bearings 
are completely protected at all times. 
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—The WWC Models are base mounted 
units with separate vertical tank for automatic 
start and stop service. 


—Quincy’s Patented Loadless 
Starting completely. unloads the compressor 
each time it stops and insures compressor start- 
ing against no load. When combined with 
safe-Q-lube, the compressor will unload when- 
ever oil in crankcase drops below safe level, 
signalling the operator that inspection of oil 
level is necessary. An added Quincy Safety 
Feature. 


—Automatic pressure switch and 
Magnetic motor starter furnished as standard 
equipment. 


—All air receivers are built for 150 p.s. i. 
working pressure and are built to ASME re- 
quirements. 


—Multiple V-belt drive with V-sheaves on 
both compressor and motor. 


SPECIFICATIONS 


APPROXIMATE OVERALL DIMENSIONS (INCHES) AIR RECEIVER 


Gal. Cap. 


Model Pressure 


Displ. Setting Speed wi: 


32x32 30.0 80-100 800 1025 
ear aGues 1075 eae so be 
4x32 31.0 80-100 610 1025 
ab EA 


Reynolds Engineering Co., machine tool manufac- 
turers of Rock Island, Ill, like the dependable per- 
formance of the Quincy Model WWD-64 which is 


supplying their air requirements. 


Quincy Models WW-33 are 
supplying air for brake ser- 
vice on Vulcan Iron Works 
locomotives. 


Two Quincy Model WW-64 Compressors installed in 
new St. Louis Post Office. These units supply air 


se! ve al acon controls and for blowing TYPICAL APPLICATIONS 
OF QUINCY WATER 
COOLED COMPRESSORS 


Quincy Model WWC-80 shown above, along with an 
older Quincy unit, is supplying low cost air for gen- 
eral shop requirements in the plant of the Hein- 
Werner Motor Parts Co., Waukesha, Wis. 


ABOVE: Davenport-Besler Diesel electric locomotive especially 
designed for switching and transfer service, equipped with 
Quincy WW-80 water cooled compressor shown at left. 4 


Quincy Model WW-80 furnishes air to operate brakes and 
windshield wipers on Davenport-Besler job. 
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COMPRESSORS 


QUALITY GUARANTEE 


Every QUINCY Compressor is carefully inspected and 
thoroughly tested before shipment is made from the factory. 
We agree, however, to replace within a period of one year 
from date of shipment, any parts that prove defective under 
normal use and service. Our guarantee covers replacing 
such parts that are found defective due to use of defective 
material or workmanship, only when such parts are re- 
turned to us transportation prepaid, subject to our inspection 
and approval and provided the owner has filed with the 
QUINCY factory the Registration Card furnished with each 
machine. 


This warranty shall not apply to any compressor which has 
been subjected to misuse, neglect or accident, nor shall it 
apply to any machine which has been repaired or altered 
outside of our factory or QUINCY Authorized Service 
Depot, so as, in our judgment, to affect its stability or 
reliability. 


PERFORMANCE BACKED BY NATION-WIDE 
AUTHORIZED SERVICE 


To assure greater satisfaction to QUINCY Compressor users, 
careful attention has been devoted to setting up Authorized 
Service Depots on a nation-wide basis. Adequate stocks 
of genuine parts for the wide range of sizes and types of 
compressors manufactured by the QUINCY COMPRESSOR 
CO. are maintained at these depots. QUINCY users, 
whether in their own plant, or as part of a product, are 
assured of prompt, dependable service. 


COMPRESSOR CO. 
QUINCY, ILLINOIS 


Branch offices: New York @ Philadelphia @ Atlanta 
Chicago @ Detroit @ St.Lovis @ Dallas @ San Francisco 


QUINCY COMPRESSOR CO. 


QUINCY, ILLINOIS, U.S. A. 
Cable Address—FABEX 


WATER COOLED 
COMPRESSORS 


Prices subject to change without notice 


Price List 1005 


PRICES F.O.B. QUINCY, ILLINOIS Applying to Bulletin 1000A 
Effective January 15, 1958 
Supersedes all previous 
prices and quotations 


DUPLEX CYLINDER COMPRESSORS 


Extra for Extra for ®Extra Extra Extra for Extra 
Prices |Quincy VD Loadless for for Automatic for Approx. 
Model Size with Suction Starting Dual Hand Water Control Air Shipping 
Pulley | Valve for Automatie | Control | Unloader Valve*** Maze Weight 
Unloader*! Control** Filter 
WW-33 | 334x314/$355.00 | $23.00 $23.00 $50.90 $4.50 $17.90 $8.15 300 
WW-44 | 4x34 | 396.50 23.00 23.00 50.90 4.50 17.90 8.15 320 
WW-64 | 424x4_ | 576.00 30.00 30.00 57.90 7.45 17.90 9.50 500 
WW-80 | 5x4 698.00 30.00 30.00 57.90 7.45 17.90 9.50 525 


Prices include either Crown Pulley or V-Belt Sheave. Specify which is desired. 


DUPLEX CYLINDER BASE MOUNTED V-BELT DRIVEN UNITS 


Pri Prices Including 

without | __Motor and Slide Rails | Extra for | Extra for | epxtra | Extra for 

Motor bine eectine tee for Automatic] Extra | Approx. 
Model Size and AC A.C. & Dual Water | for Air | Shipping 


Slide |Motor| 60 Cycle | | 60 Cycle Uneke + | Automatic! Control | Control | Maze | Weight 


Rails | H.P.| 1 
220 Volt | 220-440 Volt 
WWD-83 | 34x34/$503.50 | 5 $ 958.50 | $ 742.50 $23.00 $23.00 | $50.90 | $17.90 | $8.15 790 
7% 788 .50 800 
1015.50 


5 
WWD-44 | 4334 | 561.50 iW 23.00 23.00 50.90 17.90 8.15 800 


30.00 30.00 57.90 17.90 9.50 1080 


WWD-64 | 434x4_ | 795.00 vs 


WWD-80} 5x4 906.00 i 30.00 30.00 57.90 17.90 9.50 1200 


*Suction Unloaders are used for continuous service only. 
**Loadless Starting used only with Automatic Start and Stop Control. 
***Water Contre! Valve can be used with either of the above types of controls. 
®Includes Loadless Starting, VD Unloader, Transfer Valve, and Shut Off Valve. 


No motor starters or controls are furnished at prices shown. 

Prices of V-Belt Driven Units are based on using 1750 R.P.M. Motors. 
Prices without motors include complete V-Belt Drive. 

Be sure to specify motor characteristics on all orders. 

Prices on units with Direct Current Motors quoted on request. 


DUPLEX CYLINDER AUTOMATIC UNITS 


220 Volt 
$1316.00 


ae 


1368.00 
874.00 


1199.00 


1322.00 


Motor starters and control included in all units. 

Prices are based on using 1750 R.P.M. Motors. 

Be sure to specify motor characteristics on all orders. 

ASME tanks are supplied as standard equipment. 

Prices on units with direct current motors quoted on request. 

shee ane oro for dual control including Loadless Starting, VD Unloader, Transfer Valve and Shut Off valve at an extra 
geo .90. 
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